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CHARACTERISTICS
TERMINALS ARRANGEMENT
Operating Voltage 20V+30VDC
Test Voltage 26V
4 A ( ) Response Voltage <20V
( | [m—=—a] | ] S Voltage Drop <0,5V at Rated Load
3 493 Operating Temperature -30°C + +80°C
Rated Load 2x21 W + 3 W (Indicator)
- F /1[m 1 mz\ | | 4x21W + 3 W (Warning)
c?>| - VY Q L Y Response Time <02s
« @ 3 31 49 Duty Cycle 50% (23)
C Flashing Frequency 85 15 Imp/min
@ (Indicator Failure) 170 £ 30 Imp/min
N\ J \ | / Lifetime Test 200 hours at 23°C 3x21W
~ ~ 36 hours at 23°C 6x21W
ACCORDING TO SO 7588-1 AND ISO 8092 e P e
+0.3 Voltage Interference ISO 7637 Level 1
15,300 0,8:005 Vehicle Control Lamp (C) Load max. 3W
— - MATERIALS
I N Description Material Treatment Color Remarks
m a6 1+002 1 HOUSING PA 66 GF30 Black
w ’ 2 BASEPLATE PA 66 GF30 Black
3 4 x TERMINAL Cuzn Sn5um
_@_@_ a 4 ;&gfg. Fe Zn Grey
4 — — ) ( N\
'd
/N HERTHHABUSS
75605133 P
Blinkgeber 3
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.6. GENERAL TOLERANCES ACCORDING TO ISO 2768-mH
\_ y ’ ) ALL PROPRIETARY RIGHTS RESERVED. THE COMPAN"Y ASSERTS ONE'S RIGHTS ACCORDING TO THE LAW.
THIS DRAWING SHALL NOT BE REPRODUCED OR IN ANY WAY UTILIZED TO MAKE COMPONENTS
AND IT MUST NOT BE RELEASED TO OTHER PARTIES WITHOUT WRITTEN CONSENT.
TITLE WEIGHT SCALE
w BLINKGEBER 24V 2(4)X21W g 1:1
REV.  [DESCRIPTION COORDINATES | DATE M HERTHRABUSS PART NUMBER REV. SIZE SHEET
75605133 0 A2 1/1
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